


GALAVANIZED BARBED WIRE
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price FOB : 70.00 €/roll 20 meters (800 x rolls in 20’ container)


DELPAC INTERNATIONAL BV – BELGIUM
Contact : Wim de Leur
delpac@skynet.be
www.delpac.be
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Technical requirements.
Galvanized spiral barbed wire

(circle 1100 pvet/= 20 sow; quantity of connection points on a circle: 7; quantity
of terns: no less than 1003 diameter of the wire: 2,8-3,0 w; stretch length: no less than 20-
25w)

~ Deseription
Diameter of the crcle n he transport

Requirements
Tiss than 1100220

“Diameter of the cirle in he working mode, mm | Not lss ran 900
Quaniity of connection point on the circle

 (quantiy of staples)

Quantity of tens in the bobbin No les than 100

‘e wire dismeter, mm__
Recommended stretching lenglh
‘Maximum strciching

Barbed wire blade shape. ‘Aggressive, radius of rounding
= |_on barbed wire (ape)
Weightof the bobbin Up to35 kg
Connecting saples Made of
ast 10 mm and thickness ofat leat 1.5 m

ik base of the biade

Siocl ENI0346 with 8 widih of at

Toan

Tongth — | Nolsstundsmm
Zine plating density of the saple [

Wire material (Cutting blades)

i g T
Barbod ape widlh No s than 9
Widhofthe middle i of brbed wire eimp

"Noless than 7,5 mm

Zine wire standard 3 vith a coating
density of at least 80 g/mm2, hot-dip galvanizing
(ESEN-10264-2 (DIN 48200 or DIN 2078)

Temporary rupture resisi

[ Year of manufacture

Storage 5 (fve) years
Exploitation -3 (tree)y

Warranty period
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